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TECHNICAL SPECIFICATIONS

WPL

WPL

Notes
(1) 	 Measured on-axis in half (2pi) space at 2 metres, then referred to 1 metre.
(2) 	 AES Standard ANSI S4.26-1984.
(3) 	 Measured in half (2pi) space at 2 metres with 1 watt input, using band limited pink noise, then 

referred to 1 metre.
(4) 	 Measured in half (2pi) space at 2 metres using band limited pink noise, then referred to 1 metre.
(5) 	 Measured on-axis in open (4pi) space at 2 metres, then referred to 1 metre.
(6) 	 Measured in open (4pi) space at 2 metres with 1 watt input, using band limited pink noise, then 

referred to 1 metre.
(7) 	 Measured in open (4pi) space at 2 metres using band limited pink noise, then referred to 1 metre.
(8) 	 Measured in open (4pi) space at 2 metres with 2.83v input, using band limited pink noise, then 	

referred to 1 metre.
(9) 	 Calculated at 1 metre with 6dB crest factor.
(10) 	Measured in half (2pi) space at 2 metres with 2.83V input, using band limited pink noise, then 

referred to 1 metre.
(11)	 Please refer to dedicated Environmental Testing page within datasheets or  

martin-audio.com/environmentaltesting

TYPE Three-way, bi-amp line array element
FREQUENCY RESPONSE (5) 52Hz-18kHz ± 3dB
DRIVERS LF: 2 x 12” (300mm)/3” (75mm) voice coil, ultra-long 

excursion, neodymium magnet drivers, Hybrid® bass horn loaded 
MF: 2 x 6.5” (165mm)/2” (50mm) coil, neodymium 
magnet drivers, horn loaded
HF: 3 x 1” (25mm) exit neodymium magnet
compression drivers, horn loaded

SYSTEM AMPLIFIER iKON iK42
SYSTEM RESOLUTION 1 or 2 enclosures per pair of amplifier channels (Bi-amp)
RATED POWER (2) LF: 800 W AES, 3200 W peak

MF/HF: 500 W AES, 2000 W peak
MAXIMUM SPL (9) LF: 139dB

MF: 140dB
HF: 145dB

NOMINAL IMPEDANCE LF: 8 ohms, MF + HF: 8 ohms
DISPERSION 90º horizontal (-6dB), 120º horizontal (-10dB)

7.5° vertical
CROSSOVER 320Hz active, 4kHz internal passive
ENCLOSURE Vertical trapezoid with 3.75º wall angle, 

multi-laminate birch and poplar-ply construction
FINISH Black or white hardwearing paint
PROTECTIVE GRILLE Black or white HEX perforated steel with network LED
ENVIRONMENTAL TESTING 
(11)

IP 54
MIL-STD-810H
ISO 4892-2 Solar Radiation
ISO 12944-6 Category C3 Corrosion resistance

CONNECTORS 2 x NL4 type
PIN CONNECTIONS LF: 1+/1-, MF + HF: 2+/2-
FITTINGS 3-point rigging system

4 x side pocket handles 
FLOWN ARRAY MAXIMUM 24 enclosures in single array
DIMENSIONS (ex. pins) (W) 1136mm x (H) 371mm x (D) 526mm 

(W) 44.7in x (H) 14.6in x (D) 20.7in
WEIGHT 64kg (141lbs)
ACCESSORIES Touring flying frame

Install flying frame 
Dolly for 4 enclosures
Ground stack outrigger
Flying Pin
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TYPE Three-way, bi-amp line array element
FREQUENCY RESPONSE (5) 65Hz-18kHz ± 3dB
DRIVERS LF: 2 x10” (250mm)/2.5” (63mm) voice coil, long excursion, 

vented pole, neodymium magnet drivers, Hybrid® slot-horn loaded 
MF: 2 x 5” (125mm)/1.5” (38mm) coil, neodymium 
magnet drivers, horn loaded
HF: 4 x 0.7” (19mm) exit neodymium magnet
compression drivers, horn loaded

SYSTEM AMPLIFIER iKON iK42
SYSTEM RESOLUTION 1 to 3 enclosures per pair of amplifier channels (Bi-amp)
RATED POWER (2) LF: 500 W AES, 2000 W peak

MF/HF: 180 W AES, 720 W peak
MAXIMUM SPL (9) 135dB peak
NOMINAL IMPEDANCE LF: 8 ohms, MF + HF: 8 ohms
DISPERSION 100º horizontal (-6dB), 130º horizontal (-10dB)

10° vertical
CROSSOVER 440Hz active, 4.4kHz internal passive
ENCLOSURE Vertical trapezoid with 5º wall angle, 

multi-laminate birch and poplar-ply construction
FINISH Black or white hardwearing paint
PROTECTIVE GRILLE Black or white HEX perforated steel with network LED
ENVIRONMENTAL TESTING 
(11)

IP 54, MIL-STD-810H, ISO 4892-2 Solar Radiation
ISO 12944-6 Category C3 Corrosion resistance

CONNECTORS 2 x NL4 type
PIN CONNECTIONS LF: 1+/1-, MF + HF: 2+/2-
FITTINGS 3-point rigging system, 2 x side pocket handles, 2 x rear grip handles
FLOWN ARRAY MAXIMUM 16 enclosures in single array
DIMENSIONS (W) 772mm x (H) 319mm x (D) 421mm 

(W) 30.4in x (H) 12.6in x (D) 16.6in
WEIGHT 35kg (77.1lbs)
ACCESSORIES Install flying frame, Touring flying frame, Flying Pin,

Dolly for 4 enclosures, Ground stack outrigger

TYPE Three-way, passive line array element
FREQUENCY RESPONSE (5) 70Hz-18000Hz ± 3dB
DRIVERS LF: 2 x 8” (200mm)/2” (50mm) voice coil, long excursion, 

vented yoke, neodymium magnet drivers 
MF: 4 x 4” (100mm)/1” (25mm) coil, neodymium magnet 
drivers, compression loaded
HF: 4 x 1” (25mm) exit/1.4” (35mm) HT Polymer diaphragm, 
neodymium magnet compression drivers

SYSTEM AMPLIFIER iKON iK42 
SYSTEM RESOLUTION 1 to 3 enclosures per amplifier channel (iK42)
RATED POWER (2) 500 W AES, 2000 W peak
MAXIMUM SPL (9) 133dB peak
NOMINAL IMPEDANCE 6 ohms
DISPERSION 100º horizontal (-6dB), 120º horizontal (-10dB), 10° vertical
CROSSOVER 520Hz, 1.6kHz internal passive
ENCLOSURE Vertical trapezoid with 5º wall angle, 

multi-laminate birch and poplar-ply construction
FINISH Black or white hardwearing paint
PROTECTIVE GRILLE Black or white HEX perforated steel with network LED
ENVIRONMENTAL TESTING 
(11)

IP 54, MIL-STD-810H, ISO 4892-2 Solar Radiation
ISO 12944-6 Category C3 Corrosion resistance

CONNECTORS 2 x NL4 type
PIN CONNECTIONS 1+/1-
FITTINGS 3-point rigging system, 2 x side pocket handles, 2 x rear grip handles
FLOWN ARRAY MAXIMUM 16 (installation) and 24 (touring) enclosures in a single array
DIMENSIONS (W) 650mm x (H) 261mm x (D) 400mm 

(W) 25.6in x (H) 10.3in x (D) 15.8in
WEIGHT 27kg (60lbs)
ACCESSORIES Install flying frame, Touring flying frame, Flying Pin
FLOWN ARRAY MAXIMUM 24 enclosures in single array
DIMENSIONS (ex. pins) (W) 1136mm x (H) 371mm x (D) 526mm 

(W) 44.7in x (H) 14.6in x (D) 20.7in
WEIGHT 64kg (141lbs)
ACCESSORIES Touring flying frame, Install flying frame, Dolly for 4 enclosures

Ground stack outrigger, Flying Pin
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TYPE Two-way, passive line array element
FREQUENCY RESPONSE (5) 76Hz-18kHz ± 3dB
DRIVERS LF: 2 x 6.5” (165mm) contoured-diaphragm /2” (50mm) edge-

wound CCAW voice coil, neodymium magnet drivers, reflex 
loaded
HF: 3 x 1.4” (35mm) aluminium dome /1.4” (35mm) voice coil, 
neodymium magnet compression drivers on constant-
directivity waveguide

SYSTEM AMPLIFIER iKON iK41, iK42 or iK81
SYSTEM RESOLUTION 1 to 4 enclosures per amplifier channel
RATED POWER (2) 300 W AES, 1200 W peak
MAXIMUM SPL (9) 130dB peak (1 cabinet)
NOMINAL IMPEDANCE 16 ohms
DISPERSION 100º horizontal (-6dB), 125º horizontal (-10dB)

10° vertical
CROSSOVER 1.2kHz passive
ENCLOSURE Vertical trapezoid with 5º wall angle, 

Multi-laminate birch and poplar-ply construction
FINISH Black or white hardwearing paint
PROTECTIVE GRILLE Black or white HEX perforated steel with network LED
ENVIRONMENTAL TESTING 
(11)

IP 54
MIL-STD-810H
ISO 4892-2 Solar Radiation
ISO 12944-6 Category C3 Corrosion resistance

CONNECTORS 2 x NL4 type
PIN CONNECTIONS (INPUT) 1+/1-
FITTINGS Integral 3-point rigging system

2 x side pocket handles 
2 x rear grip handles

FLOWN ARRAY MAXIMUM 16 enclosures in single array
DIMENSIONS (W) 500mm x (H) 185mm x (D) 377mm 

(W) 19.7in x (H) 7.3in x (D) 14.8in
WEIGHT 14kg (30.9lbs)
ACCESSORIES Touring flying frame

Install flying frame 
Dolly for 4 enclosures
Ground stack outrigger
Flying Pin
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iK41/iK42/iK81
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iK41 iK42 iK81
General 
TYPE Eight-channel Class D amplifier
POWER OUTPUT* 1250W into 2 ohms

1250W into 4 ohms
1250W into 8 ohms
625W into 16 ohms
2500W bridged per channel pair, 4 ohms
2500W bridged per channel pair, 8 ohms

CV LINE OUTPUT* 625W, 25V line
1250W, 70V line
1250W, 100V line

DIGITAL SIGNAL PROCESSING 96kHz/48kHz DSP on all inputs and outputs 
COOLING Dual vari-speed fans, front-to-back airflow
MAXIMUM AMBIENT TEMPERA-
TURE  

40°C (105°F) 

Audio Inputs/Outputs
ANALOGUE IN/LINK (4 CHANNELS) 4 x female, 4 x male Neutrik™ XLR
ANALOGUE INPUT IMPEDANCE 20kΩ balanced to ground
MAXIMUM ANALOGUE INPUT LEVEL +20dBu
AES3 IN/LINK (2 CHANNELS) 1 x female, 1 x male Neutrik™ XLR, balanced
DANTE™ (8 CHANNELS)
(AES67 COMPATIBLE)

2 x shielded RJ45, primary and secondary 

AMPLIFIER OUTPUTS 4 x Neutrik Speakon™ NL4
Audio Performance
DYNAMIC RANGE >113dBA, analogue input

>114dBA AES/Dante™ input
FREQUENCY RESPONSE 7Hz-30kHz (-2.5dB points, 4 ohm load)
TOTAL HARMONIC DISTORTION <0.05% typical @ 1kHz, 4 ohm load
SLEW RATE >60V per microsecond 
DAMPING FACTOR >800 at amplifier output, ref 8 ohms
Control and Monitoring Network
PROTOCOL Ethernet
CONTROL APPLICATION Martin Audio VU-NET™
Digital Signal Processing
SAMPLE RATE 96kHz (48kHz for FIR filter implementation)
AUDIO INPUTS 4 x analogue, 1 x AES pair with link output,

8 x Dante™ inputs (4 x inputs routable to 4 x input 
DSP, 4 x inputs routable to output DSP) 

DRIVE MODULE INPUT DSP Input signal routing, delay, gain, HPF, Phase, Mute
EQ: 2 x low shelf, 6 x PEQ/bandpass and FIR 
shelving filters

DRIVE MODULE OUTPUT DSP Source, delay, gain, Phase, Mute, crossover filters,
limiters. EQ: low shelf, 8 x PEQ / band pass and 
shelving filters

Power Supply
TYPE High performance Series Resonant
AC INPUT OPERATING RANGE 85 – 240V ~ AC, 47 - 63Hz
MAINS INRUSH CURRENT 6A at 115V, 12A at 230V (max for <10ms) 
MAINS CONNECTOR Neutrik 32A Powercon™ 
Physical
DIMENSIONS (W) 482 x (H) 2U/88mm x (D) 441mm

(W) 18.98in x (H) 2U/3.46in x (D) 17.35in
incl handles and optional rear support

WEIGHT 12.5kg (27.5lbs)

General 
TYPE Four-channel Class D amplifier
POWER OUTPUT* 5000W into 2 ohms

3000W into 4 ohms
1500W into 8 ohms
750W into 16 ohms
10000W bridged per channel pair, 4 ohms
6000W bridged per channel pair, 8 ohms

CV LINE OUTPUT* 1250W, 25V line
3500W, 70V line
5000W, 100V line

DIGITAL SIGNAL PROCESSING 96kHz/48kHz DSP on all inputs and outputs 
COOLING Dual vari-speed fans, front-to-back airflow
MAXIMUM AMBIENT TEMPERA-
TURE  

40°C (105°F) 

Audio Inputs/Outputs
ANALOGUE IN/LINK (4 CHANNELS) 4 x female, 4 x male Neutrik™ XLR
ANALOGUE INPUT IMPEDANCE 20kΩ balanced to ground
MAXIMUM ANALOGUE INPUT LEVEL +20dBu
AES3 IN/LINK (2 CHANNELS) 1 x female, 1 x male Neutrik™ XLR, balanced
DANTE™ (4 CHANNELS)
(AES67 COMPATIBLE)

2 x shielded RJ45, primary and secondary 

AMPLIFIER OUTPUTS 4 x Neutrik Speakon™ NL4
Audio Performance
DYNAMIC RANGE >113dBA, analogue input

>114dBA AES/Dante™ input
FREQUENCY RESPONSE 7Hz-30kHz (-2.5dB points, 4 ohm load)
TOTAL HARMONIC DISTORTION <0.05% typical @ 1kHz, 4 ohm load
SLEW RATE >60V per microsecond 
DAMPING FACTOR >800 at amplifier output, ref 8 ohms
Control and Monitoring Network
PROTOCOL Ethernet
CONTROL APPLICATION Martin Audio VU-NET™
Digital Signal Processing
SAMPLE RATE 96kHz (48kHz for FIR filter implementation)
AUDIO INPUTS 4 x analogue, 1 x AES pair with link output,

4 x Dante™ inputs routable to 4 x input DSP  
DRIVE MODULE INPUT DSP Input signal routing, delay, gain, HPF, Phase, Mute

EQ: 2 x low shelf, 6 x PEQ/bandpass and FIR 
shelving filters

DRIVE MODULE OUTPUT DSP Source, delay, gain, Phase, Mute, crossover filters,
limiters. EQ: low shelf, 8 x PEQ / band pass and 
shelving filters

Power Supply
TYPE High performance Series Resonant
AC INPUT OPERATING RANGE 85 – 240V ~ AC, 47 - 63Hz
MAINS INRUSH CURRENT 6A at 115V, 12A at 230V (max for <10ms) 
MAINS CONNECTOR Neutrik 32A Powercon™ 
Physical
DIMENSIONS (W) 482 x (H) 2U/88mm x (D) 441mm

(W) 18.98in x (H) 2U/3.46in x (D) 17.35in
incl handles and optional rear support

WEIGHT 12.5kg (27.5lbs)

General 
TYPE Four-channel Class D amplifier
POWER OUTPUT* 1500W into 2 ohms 

1500W into 4 ohms 
750W into 8 ohms 
325W into 16 ohms
3000W bridged per channel pair, 4 ohms
3000W bridged per channel pair, 8 ohms

CV LINE OUTPUT* 685W, 25V line  
1500W, 70V line
1163W, 100V line

DIGITAL SIGNAL PROCESSING 96kHz/48kHz DSP on all inputs and outputs 
COOLING Dual vari-speed fans, front-to-back airflow
MAXIMUM AMBIENT TEMPERA-
TURE  

40°C (105°F) 

Audio Inputs/Outputs
ANALOGUE IN/LINK (4 CHANNELS) 4 x female, 4 x male Neutrik™ XLR
ANALOGUE INPUT IMPEDANCE 20kΩ balanced to ground
MAXIMUM ANALOGUE INPUT LEVEL +20dBu
AES3 IN/LINK (2 CHANNELS) 1 x female, 1 x male Neutrik™ XLR, balanced
DANTE™ (4 CHANNELS)
(AES67 COMPATIBLE)

2 x shielded RJ45, primary and secondary 

AMPLIFIER OUTPUTS 4 x Neutrik Speakon™ NL4
Audio Performance
DYNAMIC RANGE >113dBA, analogue input

>114dBA AES/Dante™ input
FREQUENCY RESPONSE 7Hz-30kHz (-2.5dB points, 4 ohm load)
TOTAL HARMONIC DISTORTION <0.05% typical @ 1kHz, 4 ohm load
SLEW RATE >60V per microsecond 
DAMPING FACTOR >800 at amplifier output, ref 8 ohms
Control and Monitoring Network
PROTOCOL Ethernet
CONTROL APPLICATION Martin Audio VU-NET™
Digital Signal Processing
SAMPLE RATE 96kHz (48kHz for FIR filter implementation)
AUDIO INPUTS 4 x analogue, 1 x AES pair with link output,

4 x Dante™ inputs routable to 4 x input DSP 
DRIVE MODULE INPUT DSP Input signal routing, delay, gain, HPF, Phase, Mute

EQ: 2 x low shelf, 6 x PEQ/bandpass and FIR 
shelving filters

DRIVE MODULE OUTPUT DSP Source, delay, gain, Phase, Mute, crossover filters,
limiters. EQ: low shelf, 8 x PEQ / band pass and 
shelving filters

Power Supply
TYPE High performance Series Resonant
AC INPUT OPERATING RANGE 85 – 240V ~ AC, 47 - 63Hz
MAINS INRUSH CURRENT 6A at 115V, 12A at 230V (max for <10ms) 
MAINS CONNECTOR Neutrik 32A Powercon™ 
Physical
DIMENSIONS (W) 482 x (H) 2U/88mm x (D) 441mm

(W) 18.98in x (H) 2U/3.46in x (D) 17.35in
incl handles and optional rear support

WEIGHT 12.5kg (27.5lbs)

* RMS output power per channel, all channels driven with continuous program material and a nominal ambient temperature of 40˚C /105˚F
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